






































60x120 - 23”5/8x47”1/4

FRG 91RT 
02

1095

30x120 - 11”13/16x47”1/4

FRG 911R 
03

1095

30x120 - 11”13/16x47”1/4

FRG 915R 
03

1095

30x30 - 11”13/16x11”13/16

FRG 995N 
 Dark

10
3115

60x60 - 23”5/8x23”5/8

FRG 910R Struttura Metal Mix Dark Rett.
03

1070

60x120 - 23”5/8x47”1/4

FRG 95RT 
02

1095

30x60 - 11”13/16x23”5/8

FRG 996N 
04

3130

COORDINATED

20x20 - 7”7/8x7”7/8

DEC 272K Cementine Mix
27

1105
20x20 - 7”7/8x7”7/8

DEC 227K Cementine
27

1105

TECHNICAL DIN
51130

DIN
51097 BCR ANSI

DCOF
Deep Abrasion

Resistance MOHS Recommended
Use

Resistance
to Staining

ANSI A
137.1

N NATURAL R10 A DRY > 0.40
WET > 0.40 < 175 mm³ 4 5

V320 MM R11 A+B+C DRY > 0.40
WET > 0.40 < 130 mm³ 5 5

60x60 - 23”5/8x23”5/8

FRG 90RT 
03

1065
60x120 - 23”5/8x47”1/4

FRG 92RT 
02

1085

30x120 - 11”13/16x47”1/4

FRG 93RT 
03

1090
30x60 - 11”13/16x23”5/8

FRG 96RT 
07

1035

20 mm
cm. 80x80

1/2x31”1/2

9,5 mm
cm. 30x120

13/16x47”1/4

cm. 60x60
5/8x23”5/8

cm. 30x60
13/16x23”5/8

cm. 80x80
1/2x31”1/2

cm. 60x120
5/8x47”1/4

80x80 - 31”1/2x31”1/2

FRG 98RT 
02

1085
80x80 - 31”1/2x31”1/2

FRG 97RT 1120
01

23015
Battiscopa

7x60

26008
Battiscopa

7x80

67001
Gradino Elle Rett.

33x120x4

67601
Angolo DX Rett.

33x120x4

67601
Angolo SX Rett.

33x120x4

FRG B90K FRG B98K FRG G91K FRG G92K FRG G95K

* SETTIMANE DI CONSEGNA. / DELIVERY WEEKS. / SEMAINES DE LIVRAISON. / WOCHEN LIEFERZEIT.



60x120 - 23”5/8x47”1/4

FRG 81RT 
02

1095

30x120 - 11”13/16x47”1/4

FRG 811R 
03

1095

30x120 - 11”13/16x47”1/4

FRG 815R 
03

30x30 - 11”13/16x11”13/16

FRG 885N 
10

3115

60x60 - 23”5/8x23”5/8

FRG 810R 
03

1070

60x120 - 23”5/8x47”1/4

FRG 85RT 
02

1095

COORDINATED

20x20 - 7”7/8x7”7/8

DEC 272K Cementine Mix
27

1105
20x20 - 7”7/8x7”7/8

DEC 227K Cementine
27

1105

30x60 - 11”13/16x23”5/8

FRG 886N 
04

3130

1095

TECHNICAL DIN
51130

DIN
51097 BCR ANSI

DCOF
Deep Abrasion

Resistance MOHS Recommended
Use

Resistance
to Staining

ANSI A
137.1

N NATURAL R10 A DRY > 0.40
WET > 0.40 < 175 mm³ 4 5

V320 MM R11 A+B+C DRY > 0.40
WET > 0.40 < 130 mm³ 5 5

60x60 - 23”5/8x23”5/8

FRG 80RT 
03

1095
60x120 - 23”5/8x47”1/4

FRG 82RT 
02

1085

30x120 - 11”13/16x47”1/4

FRG 83RT 
03

1090
30x60 - 11”13/16x23”5/8

FRG 86RT 
07

1035

20 mm
cm. 80x80

1/2x31”1/2

9,5 mm
cm. 30x120

13/16x47”1/4

cm. 60x60
5/8x23”5/8

cm. 30x60
13/16x23”5/8

cm. 80x80
1/2x31”1/2

cm. 60x120
5/8x47”1/4

80x80 - 31”1/2x31”1/2

FRG 88RT 
02

1085
80x80 - 31”1/2x31”1/2

FRG 87RT 1120
01

23015
Battiscopa

7x60

26008
Battiscopa

7x80

67001
Gradino Elle Rett.

33x120x4

67601
Angolo DX Rett.

33x120x4

67601
Angolo SX Rett.

33x120x4

FRG B80K FRG B88K FRG G81K FRG G82K FRG G85K

* SETTIMANE DI CONSEGNA. / DELIVERY WEEKS. / SEMAINES DE LIVRAISON. / WOCHEN LIEFERZEIT.



60x120 - 23”5/8x47”1/4

FRG 11RT
02

1095

30x120 - 11”13/16x47”1/4

FRG 111R
03

1095

30x120 - 11”13/16x47”1/4

FRG 115R
03

1095

 - 11”13/16x11”13/16

FRG 115N
10

3115

60x60 - 23”5/8x23”5/8

FRG 110R
03

1070

60x120 - 23”5/8x47”1/4

FRG 15RT
02

1095

30x60 - 11”13/16x23”5/8

FRG 116N
04

3130

TECHNICAL DIN
51130

DIN
51097 BCR ANSI

DCOF
Deep Abrasion

Resistance MOHS Recommended
Use

Resistance
to Staining

ANSI A
137.1

N NATURAL R10 A DRY > 0.40
WET > 0.40 < 175 mm³ 4 5

V320 MM R11 A+B+C DRY > 0.40
WET > 0.40 < 130 mm³ 5 5

60x60 - 23”5/8x23”5/8

FRG 10RT
03

1065
60x120 - 23”5/8x47”1/4

FRG 12RT
02

1085

30x120 - 11”13/16x47”1/4

FRG 13RT
03

1090
30x60 - 11”13/16x23”5/8

FRG 16RT
07

1035

20 mm
cm. 80x80

1/2x31”1/2

9,5 mm
cm. 30x120

13/16x47”1/4

cm. 60x60
5/8x23”5/8

cm. 30x60
13/16x23”5/8

cm. 80x80
1/2x31”1/2

cm. 60x120
5/8x47”1/4

cm.100x100
3/8 3/8

80x80 - 31”1/2x31”1/2

FRG 18RT
02

1085

80x80 - 31”1/2x31”1/2

FRG 17RT 1120
01

100x100 3/8 3/8

FRG 101R
02

1100

23015
Battiscopa

7x60

26008
Battiscopa

7x80

67001
Gradino Elle Rett.

33x120x4

67601
Angolo DX Rett.

33x120x4

67601
Angolo SX Rett.

33x120x4

FRG B10K FRG B18K FRG G11K FRG G12K FRG G15K

* SETTIMANE DI CONSEGNA. / DELIVERY WEEKS. / SEMAINES DE LIVRAISON. / WOCHEN LIEFERZEIT.



60x120 - 23”5/8x47”1/4

FRG 61RT
02

1095

30x120 - 11”13/16x47”1/4

FRG 611R
03

1095

30x120 - 11”13/16x47”1/4

FRG 615R
03

1095

 - 11”13/16x11”13/16

FRG 665N
10

3115

60x60 - 23”5/8x23”5/8

FRG 610R
03

1070

60x120 - 23”5/8x47”1/4

FRG 65RT
02

1095

30x60 - 11”13/16x23”5/8

FRG 666N
04

3130

COORDINATED

20x20 - 7”7/8x7”7/8

DEC 227K
27

1105

TECHNICAL DIN
51130

DIN
51097 BCR ANSI

DCOF
Deep Abrasion

Resistance MOHS Recommended
Use

Resistance
to Staining

ANSI A
137.1

N NATURAL R10 A DRY > 0.40
WET > 0.40 < 175 mm³ 4 5

V320 MM R11 A+B+C DRY > 0.40
WET > 0.40 < 130 mm³ 5 5

80x80 - 31”1/2x31”1/2

FRG 68RT
02

1085

60x60 - 23”5/8x23”5/8

FRG 60RT
03

1065
60x120 - 23”5/8x47”1/4

FRG 62RT
02

1085

30x120 - 11”13/16x47”1/4

FRG 63RT
03

1090
30x60 - 11”13/16x23”5/8

FRG 66RT
07

1035

80x80 - 31”1/2x31”1/2

FRG 67RT 1120
01

100x100 3/8 3/8

FRG 106R
02

1100

20 mm
cm. 80x80

1/2x31”1/2

9,5 mm
cm. 30x120

13/16x47”1/4

cm. 60x60
5/8x23”5/8

cm. 30x60
13/16x23”5/8

cm. 80x80
1/2x31”1/2

cm. 60x120
5/8x47”1/4

cm.100x100
3/8 3/8

23015
Battiscopa

7x60

26008
Battiscopa

7x80

67001
Gradino Elle Rett.

33x120x4

67601
Angolo DX Rett.

33x120x4

67601
Angolo SX Rett.

33x120x4

FRG B60K FRG B68K FRG G61K FRG G62K FRG G65K

* SETTIMANE DI CONSEGNA. / DELIVERY WEEKS. / SEMAINES DE LIVRAISON. / WOCHEN LIEFERZEIT.



TECHNICAL DIN
51130

DIN
51097 BCR ANSI

DCOF
Deep Abrasion

Resistance MOHS Recommended
Use

Resistance
to Staining

ANSI A
137.1

20 MM R11 A+B+C DRY > 0.40
WET > 0.40 < 130 mm³ 5 5

V3

80x80 - 31”1/2x31”1/2

FRG 67RT 
01

1120

20 mm

cm. 80x80
1/2x31”1/2

80x80 - 31”1/2x31”1/2

FRG 87RT 
01

1120

80x80 - 31”1/2x31”1/2

FRG 17RT 
01

1120
80x80 - 31”1/2x31”1/2

FRG 97RT 
01

1120

CODICE DESCRIZIONE FP

FRG L8065 Gradino Elle
30x80x6,5

FRG LA80 Angolo Elle SX/DX
30x80x6,5

FRG  T804
Toro Gradino
40x80

FRG TA80 Toro Angolo SX/DX
40x80

3/5 RIGHE ANTIDERAPANT € 10,00 / PCS

FRG G280
Griglia
20x80

FRG GA280 Griglia Angolo SX/DX
20x80



The international reference standards: ISO - EN

DATI TECNICI / Technical features / Technische eigenschaften / Caracteristiques techniques

NATURALE

DATI TECNICI / Technical features / Technische eigenschaften / Caracteristiques techniques

The International reference standards: ANSI - ASTM

FORGE
NATURALE

FORGE
20MM

NATURALE

Bending Strength
EN 13396 Water Absorption DIN 51130 DIN 51097

BS 7976
Pendulum Tester
Average Values

MOHS Modulus of Rupture Breaking Strength
(for square slabs)

Compressive
Strength

* for square slabs R11 A+B+C

Resistance to
Staining

Resistance to household 
chemicals and

swimming pool salts
Frost Resistance Thermal Shock Color Resistance

UV Light Reaction to Fire

5 A Complies Resistant Resistant A1FL

TECHNICAL DATA 
20 MM
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